














Intensely rich colour makes a bold statement
and an elegant finish

Iranian Travertine 610PG

Burning Galaxy 710SG

Internal shower wall: Iranian Travertine (610PG). Other walls Burning Galaxy (710SG). Bespoke vanity unit shelf using Iranian Travertine. Bespoke vanity unit sides and
bespoke shelving from Dark Olive Wood (481PV). External, internal corner profiles and window sill edging used in polished silver finish.
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Soft shades and modern patterns give you a
contemporary haven
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11

I

Blue Mistral 675PG Black Velvet 702SF

Back wall: Bespoke wall using Beech (421 PV) with Blue Mistral (675PG) insets. Left hand wall: Black Velvet (702SF). Bespoke shelves and trim using Beech (421PV)



The classic choice of black and white creates a Why Choose Rearo”
striking opulent bathroom

Our custom built 37,000sq ft manufacturing
facility in Glasgow is one of the most advanced
in the UK, where we have the capacity to
produce a large range of laminate and solid
surface products, including the latest range of
Selkie Board.

With ISO accreditation for; systems, health and
safety and environmental procedures, you can
be assured that all Rearo’s products conform to
the highest levels of quality whilst ensuring that
deadlines are always met — all Selkie Board
comes complete with a comprehensive 15 year
guarantee.

When required, we can offer a fully bespoke
service, perhaps to provide custom vanity units
or shelving to match your wall coverings. The
only limit to our skills is your imagination.

With additional service centres in Newport,
Gateshead (Team Valley), Rosyth and Lerwick,
the specifying and delivery of Selkie Board has
never been easier.

Snow Shimmer 669SG

Moonlight Shimmer 6685G
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Back panelling: Snow Shimmer (669SG).Bespoke vanity unit using Snow Shimmer and Moonlight Shimmer (668SG)



Technical Specifications

Technical Specification Data

Height 2420mm

Width 1200mm (face size)

Thickness 11mm

Core Substrate Medite 9mm Exterior Grade MDF, Rearolite or WBP 9mm Plywood
Colours: Standard range of 30 decors

Custom colours can be manufactured on request

Jointing Square Edge standard panels or Tongued and Grooved to order

Fire Rating: Class 2 surface spread of flame as standard BS476 Part 7
Can be tailored for Class 1 or Class 0

Resistance to water PUR Hotmelt adhesive conforms to D4 moisture resistance

Full technical installation guide is available from www.rearo.co.uk

Weight Comparisons Rearolite perm2 = 3.00kg ey
per board (2420 x 1200) = 8.68kg (%

The total weight of the Selkie Board is often Q

critical and the illustration opposite shows the MDF perm2 = 8.85kg 4

weight comparisons of each core with the per board (2420 x 1200) = 25.70kg ‘.SSkg

Choice of Core Substrates

Selkie Board can be manufactured from a choice of three core substrates: Rearolite, Medite MDF and
9mm WBP Plywood all of which have their own characteristics.

Rearolite

Exclusive to Selkie Board is Rearolite, a strong,
lightweight 9mm core with excellent compression
properties.

There are many reasons to use the Rearolite core,
most notably the considerable saving in overall weight
- at only 8.68kg per Selkie Board, Rearolite panels are
approximately 33% of the weight of a standard panel.
The reduced weight can have structural benefits for
larger projects or makes for much easier vehicle
transportation with associated decrease of carbon
footprint in addition to the obvious positive impact for
Health & Safety purposes.

Key properties include

* lightweight but rigid

* weighs only one third of a standard panel
* lightweight but very robust

e completely impervious to water

e chemically inert and "harmless"

* easy to process, no special tools required

Completely impervious to water,
Rearolite can be used in any
environment but is a popular
choice for use in caravans, mobile
homes or yachts. Due to the
nature of the core, Rearolite is only
available with a square edge finish.

=xterior Grade Medite MDE

a standard panel.

Rearolite core being approx 33% of the weight of Q-

Plywood perm2 = 8.10kg ‘;
per board (2420 x 1200) = 23.58kg .10kg

Finishing Trims & Panseal

Selkie Board can be supplied complete with a range of
required finishing trims — internal corner, external
corner, end cap, quad end cap and H section (for
joining of square edged boards).
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All profiles are available in satin silver, polished silver,
black or white finishes.

Rearo recommends Panseal for a secure
seal to the base of Selkie Boards. It's
easy to install and provides a

secure, long-lasting and watertight

fit when installing Selkie Boards

with a traditional shower tray.

Additionally, when required
a complete range of colour-
matched sealants ensure
the perfect finish.

Installation Guide

A full set of installation instructions are available with
every order or can be downloaded from:

WWWw.rearo.co.uk

Exterior Grade Medite MDF is a modern core solution
which is strong and easy to work (especially when
tongued & grooved) with several advantages over
traditional plywood.

From the sustainable forests of Coillte (Irish Forestry
Commission), Medite MDF is an environmentally
friendly solution, with all material coming from trees
which are part of the Forest Stewardship Council (FSC)
chain of custody. The Medite MDF core can be
manufactured to order to obtain Class 1 fire rating.

Exterior Grade Medite MDF has been proved to
withstand extremes of weather through an extended

programme of exposure tests. Medite Exterior
complies with the V100 test method as per EN 1087-1.
In this test, the pieces are boiled for two hours prior to
testing for internal bond strength.

Further enhancing the environmental
characteristic is its ease of recycling.
MDF can easily be recycled for use
in applications such as decorative
garden chipping or bedding for
horse arenas.

lywood

Sourced only from European
managed forests, 9mm WBP
(Weather and Boil Proof)

Birch Plywood has all the
traditional characteristics and
offers a reliable, durable solution
with excellent dimensional stability.

The plywood core can be tailored to your exact
requirements with square edges or tongued & grooved
joints available. The 9mm WBP Plywood core can be
manufactured to order to obtain Class 1 or Class 0

fire rating.



Our environmental promise

selkie

At Rearo we are proud of our heritage and as a family business based in

the breathtaking Shetland Islands since 1974, we have a real sense of S@ ’ @CJU Q m

belonging and are wondertfully proud of our home.

With our roots firmly planted in such a rural setting, we are perhaps more G U |d @
aware than most of our surroundings and the effects global warming
could have on our environment.

Working in partnership with Coillte (Irish Forestry Commission) we
ensure that where possible our core material is 'Exterior Grade MDF'
which is made from sustainable supplies of softwoods grown in their
managed forests.

We have accreditation of our environmental procedures with the award
of ISO 14001. As well as choosing our raw materials carefully we have
an established energy conservation policy and importantly a very active
recycling policy.

Careful pre-sorting of factory waste results in more than 90% being
recycled and re-used into a variety of products such as surfacing for
horse arenas or decorative garden chipping.
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Frosty Ice 700SG Silky Marble 621PG Pink Marble 624PG Fired Bronze 701SG Black Velvet 702SF Natural Travertine 703PR Basalt Slate 705PH
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Winter Cloud 663PG Summer Cloud 664PG Lyndos Marble 622PG Green Mistral 674PG Snow Shimmer 669SG Desert Shimmer 706SG
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Iranian Travertine 610PG Black Magma Granite 600PG Sorrento Marble 620PG Indigo Burl 680PG ' Ebony Flowers 901PW Arctic Flowers 708PW Midnight Galaxy 709SG Burning Galaxy 710SG
P ' .
Selkie is today's perfect choice....
Heaven Glow 662PG Polar White 601PG Blue Mistral 675PG Silver Pearl Essence 671PG \Oyster Pixel 707SP Black Pixel 509SP |
/
2

PG = POSTFORMING GRADE LAMINATE GLOSS FINISH
SG = STANDARD GRADE LAMINATE GLOSS FINISH

SF = STANDARD GRADE LAMINATE FARAH FINISH

ST = STANDARD GRADE LAMINATE TEXTURED FINISH

PR = POSTFORMING GRADE LAMINATE RADIANCE FINISH
PH = POSTFORMING GRADE LAMINATE HONED FINISH
SP = STANDARD GRADE LAMINATE PIXEL FINISH

PW = POSTFORMING GRADE LAMINATE FROSTED FINISH

Request a Free Sample.

é,azed - o / -~ - S Im p |y emal | ) Board and do not accurately display scale, colour, pattern and

Disclaimer: The images shown are only representative of Selkie

texture. For an accurate representation please ensure that you

,/ SampleS@ rearo.co.uk request a free physical sample prior to specification.




Rearo, Loanbank House, Loanbank Quadrant, Govan, Glasgow, G51 3HZ
Tel: 0141 440 0800 Fax: 0141 445 3342 www.rearo.co.uk sales@rearo.co.uk

Rearo

Unit 15 &16 Primrose Lane
Dunfermline Business Park
Rosyth

Fife

KY11 2RN

Tel - 01383 414000
Fax - 01383 414400
E-Mail - rosyth@rearo.co.uk

Rearo

Unit 3

Eastern Avenue Trade Park
Team Valley

Gateshead

NE11 OPG

Tel - 0191 482 2298
Fax - 0191 482 6245
E-Mail - gateshead@rearo.co.uk

Rearo

Staneyhill Gas Depot
North Road

Lerwick

Shetland Isles

ZE1 0QA

Tel - 01595 692807
Fax - 01595 695469
E-Mail - gas@rearo.co.uk

Rearo

Unit 14 & 15 Estuary Court

Estuary Road, Queensway Meadows
Newport

Gwent

NP19 4SP

Tel - 01633 283000
Fax - 01633 283001
E-Mail - newport@rearo.co.uk





